
Imavac™is platinum cured silicone hose reinforced with 

SS 316L helical wire. It has better transparency to visual-

ize flow and kink resistance. Imavac™ is designed for ma-

terial transfer application under high vacuum in pharma-

ceutical industries. The product is more superior com-

pared to Imafit™ in high pressure and high vacuum rat-

ing applications. It is also used for antistatic application.

Imavac™conforms to US FDA 21 CFR117.2600 Food 

Grade Standard, USP Class VI, and ISO 10993-1. It is 

certified by ROHS and TSE/BSE Certification (free of ani-

mal derived material), free of restricted heavy metals. It is 

free of Phthalate/Bisphenol/Volatile Plasticizer. It has 

USFDA DMF accreditation #26201. Complete validation 

package available upon request.

Imavac™ has high burst pressure resistance compared to 

Imafit™. It is designed for high vacuum rating applica-

tions. It has antistatic properties to dissipate static electri-

cal charge, which makes it suitable for highly volatile 

flammable fluid transfer. It imparts no taste and odor. It is 
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lot traceable. Its temp range is -80 °C TO 180°C. It is 

available with SS316 L Tri-Clover end. It is sterilizable 

by Autoclave, Ethylene Oxide Gas and Gamma 

Radiation.

Imavac™ is yet another innovative product from Ami 

Polymer Pvt. Ltd. 

Imavac™ - Platinum Cured Silicone Hose 
Reinforced with SS 316 Helical Wire

Imawrap® - Platinum Cured Silicone Hose 
Reinforced with 2 to 3 Ply of Polyester Fabric 
and SS 316 Helical Wire
Imawrap®, from Ami Polymer Pvt. Ltd,  is platinum cured 

silicone hose reinforced with SS 316L helical wire and 2-

3 layers of polyester fabric wrapping. Imawrap® is hav-

ing multiple layers of high quality polyester fabric to en-

hance burst pressure rating. The product is suitable for 

high pressurized steam transfer application in pharma-

ceutical and biotech industries.

Imawrap® conforms to US FDA 21 CFR117.2600 

Food Grade Standard, USP Class VIand ISO 10993-1. 

It is certified by ROHS and Animal Origin Certification 

(free of animal derived material), free of restricted 

heavy metals. It is free of Phthalate/Bisphenol/Volatile 

Plasticizer. It has USFDA DMF accreditation #26201. 

Complete validation package available upon request.

Imawrap® has high pressure rating, which ensures safe 

material transfer handling process. It is designed for 

high vacuum rating applications. It has excellent flexi-

bility and kink resistance. It imparts no taste and odor. 

It is lot traceable. Its temp range is -80 °C TO 180°C. It 

is available with SS316 L Tri-Clover end. It is sterilizable 

by autoclave, ethylene oxide gas and gamma radiation.
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