ACT SERIES TABLETING MACHINES
DELS

WIDEST RANGE OF “EIGHT” DIFFERENT MO
ALL FULLY AUTOMATED MACHINES WITH CFC & AWC

(NO HYDRAULIC PRESSURE)

accura ACT-1 MINI R&D

SINGLE ROTARY TABLET PRESS
(Suitable for Single & Bi-Layer)
With Combo Turret 8D+ 8B

16D, 20B, 28BB.

Pre compression of 04 tons.
Main compression of 10 tons.

Suitable for Single Layer & Bi-Layer
Max. Qutput 84,000 Tablet / Hr. (1 Layer),
42,000 Tablet / Hr. (2-Layer)

MANUFACTURERS & EXPORTERS

Fluidpaclgs_

accura ACT-ll

HIGH SPEED SINGLE ROTARY
31D, 378, 45BB

WITH EXCHANGEABLE TURRET
Pre compression of 10 tons.

Main compression of 10 tons.
Suitable for Single Layer

Max. Output 2,02,500 Tablet / Hr.

accura ACT-l

HIGH SPEED DOUBLE ROTARY

(Suitable for Single & Bi-Layer)

51D, 658, 81BB.

WITH EXCHANGEABLE TURRET

Pre compression of 10 tons.

Main compression of 10 tons.

Suitable for Single Layer & Bi-Layer
Available in Triple Layer Also

Max. Output 7,77,600 Tablet / Hr.

Factory & Regd. Office: I-4116, PHASE IV, G.1.D.C., VATVA, AHMEDABAD-382 445. (INDIA)
Phone: +91-79-40237888, 2584 0777, 2584 0888, 2584 0999 Fax: +91-79-2584 0888.
E-mail: info@fluidpack.net, fluidpack83@gmail.com, export@fluidpack.net Web : www.fluidpack.net

accura ACT-IV

HIGH SPEED DOUBLE ROTARY

39D, 49B, 61BB.

WITH EXCHANGEABLE TURRET

Pre compression of 03 tons.

Main compression of 10 tons.
Suitable for Single Layer & Bi-Layer
Max. Output 5,12,400 Tablet / Hr.

Mobile : +91- 098250 33305,

+91- 093275 78371,
+91- 098982 32522

-

ACT SERIES

Motorized compression

Motorized dozer, for precise dept of fill adjustment.
Motorized Force Feeders with zero clearance.

Load Cell at Main - Compression

Industrial PC / HMI, having 12" Color Touch Screen.
Auto Sampling & Auto Rejection based on CFC
Audit Trail Reports

accura ACT-V

HIGH SPEED DOUBLE ROTARY
29D, 37B, 47BB.

WITH EXCHANGEABLE TURRET
Main compression of 10 tons.

Suitable for Single Layer & Bi-Layer
Available in Tablet in Tablet Also
Max. Output 3,38,400 Tablet / Hr.
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accura ACT-VI

HIGH SPEED SINGLE ROTARY
49D, 61B, 73 BB.

WITH EXCHANGEABLE TURRET
Pre compression of 10 tons.
Main compression of 10 tons.
Suitable for Single Layer

Max. Output 3,50,400 Tablet / Hr.




